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ATTACHMENT 3
Summary of XP-SWMM Input & Output
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# Table Ri. SUBCATCHMENT DATA #
# Physical Hydrol Data #

Deprs Deprs Prent

Pex- -sion -sion Zero
Subcatchment Channel Width Area cent Slope "n*" "n" Storge Strge Deten
Number Name or inlet (£t) (ac) Imperv £t/ft Imprv Perv Imprv Perv -tion
1 T-12#1 T-12 1370.0 37.080 38.00 0.011 0.012 0.450 0.029 0.100
2 T-09#1 T-09 1300.0 22.350 38.00 0.053 0.012 0.450 0.013 0.100
3 T-06#1 T-06 1280.0 13.500 38.00 0.063 0.012 0.450 0.012 0.100
4 Broadwayi#l Broadway 960.00 8.8300 38.00 0.011 0.012 0.450 0.029 0.100
* *
Table E1 - Conduit Data
* : *
N
Trapezoid
Inp Conduit Length Conduit Area Manning Max Width Depth Side
Num Name (ft) Class (££%2) Coef . (£t) (£t) Slopes
1 T11 203.0700 Circular 0.3526 0.0140 0.6700 0.6700
2 T10 89.8600 Circular 0.3526 0.0140 0.6700 0.6700
3 T09 488.2800 Circular 0.3526 0.0140 0.6700 0.6700
4 TO8 191.0500 Circular 0.3526 0.0140 0.6700 0.6700
5 T07 390.6300 Circular 0.5411 0.0140 0.8300 0.8300
[ TO6 201.1700 Circular 0.5411 0.0140 0.8300 0.8300
7 TO5 580.8500 Circular 0.5411 0.0140 0.8300 0.8300
8 T04 47.8800 Circular 0.5411 0.0140 0.8300 0.8300
9 T03 260.6600 Circular 0.5411 0.0140 0.8300 0.8300
10 T02 57.0700 Circular 1.7671 0.0140 1.5000 1.5000
11 TO1 67.6400 Circular 1.7671 0.0140 1.5000 1.5000
Total length of all conduits .... 2578.1600 feet
* *
| Table E3a - Junction Data
* *
Inp Junction Ground Crown Invert Qinst 1Initial Interface
Num Name Elevation Elevation Elevation cfs Depth-ft  Flow (%

T-01 106.9320 95.2100 93.7100 0.0000 0.0000 100.0000

2 T-02 104.9600 100.3300 93.1200 0.0000 0.0000 100.0000

3 T-03 108.9400 103.0900 97.1200 0.0000 0.0000 100.0000

4 T-04 115.2600 111.1700 110.0000 0.0000 0.0000 100.0000

5 T-05 116.1200 112.1400 111.0000 0.0000 0.0000 100.0000

6 T-06 122.7000 119.1000 118.0000 0.0000 0.0000 100.0000
7 T-07 126.6150 122.6400 121.0000 0.0000 0.0000 100.0000

8 T-08 150.7480 148.0800 147.2500 0.0000 0.0000 100.0000

9 T-09  168.0400 164.3500 163.0000 0.0000 0.0000 100.0000
10 T-10  170.2100 168.2600 165.0000 0.0000 0.0000 100.0000
11 T-11  169.7600 167.4000 166.1600 0.0000 0.0000 100.0000
12 T-12  169.6000 167.7700 167.0000 0.0000 0.0000 100.0000
* *
| Table E4 - Conduit Connectivity
* *
Input Conduit Upstream Downstream Upstream Downstream
Numbex Name Node Node Elevation Elevation
1 T11 T-12 T-11 167.1000 166.7300 No Design
2 T10 T-11 T-10 166.7300 165.8700 No Design
3 T09 T-10 T-09 167.5900 163.4200 No Design
4 TO8 T-09 T-08 163.6800 147.2900 No Design
5 TO7 T-08 T-07 147.2500 121.8100 No Design
6 T06 T-07 T-06 121.7300 118.2700 No Design
7 TO5 T-06 T-05 118.0500 111.3100 No Design
8 ‘T04 T-05 T-04 111.1200 110.3400 No Design
9 TO03 T-04 T-03 110.3300 102.2600 No Design
10 TO2 T-03 T-02 100.8300 98.8300 No Design
11 TO01 T-02 T-01 96.8300 93.7100 No Design
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# Table E16. New Conduit Information Section #
# Conduit Invert (IE) Elevation and Conduit #
# Maximum Water Surface (WS) Elevations #
Conduit Name Upstream Node Downstream Node IE Up IE Dn WS Up WS Dn
T11 T-12 T-11 167.1000 166.7300 169.6000 169.1983
T10 T-11 T-10 166.7300 165.8700 169.1983 169.0207
TOS T-10 T-09 167.5900 163.4200 169.0207 168.0400
TO8 T-09 T-08 163.6800 147.2900 168.0400 147.9600
T07 T-08 T-07 147.2500 121.8100 147.8002 126.6150
TO6 T-07 T-06 121.7300 118.2700 126.6150 122.7000
TOS T-06 : T-05 118.0500 111.3100 122.7000 112.0445
T04 T-05 T-04 111.1200 110.3400 111.8913 111.0745
TO3 T-04 T-03 110.3300 102.2600 110.8894 102.8193
T02 T-03 T-02 100.8300 98.8300 101.2285 99.2274
T01 T-02 T-01 96.8300 93.7100 97.2018 94.0810
* *
| Conduit Convergence Criteria |
* *
Conduit Full Conduit
Name Flow Slope
T11 0.4854 0.0018
T10 1.11224 0.003%6
T09 .1.0508 0.0085
TO8 3.3306 0.0858
T07 5.1368 0.0651
TO6 2.6398 0.0172
TOS 2.1683 0.0116
T04 2.5691 0.0163
TO3 3.5417 0.0310
T02 18.2598 0.0350

T01 20.9488 0.0461

Conduit Type

Circular
Circular
Circular
Circular
Circular
Circular
Circular
Circular
Circular
Circular
Circular
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2-Year Storm — Selected XP-SWMM Result

Table E15 - SPREADSHEET INFO LIST
Conduit Flow and Junction Depth Information for use in

spreadsheets. The maximum values in this table are the
true maximum values because they sample every time step.

The values in the review results may only be the
maximum of a subset of all the time steps in the run.
Note: These flows are only the flows in a single barxe

1.

|
|
|
|
|
I
J

Conduit Maximum Total Maximum
Name Flow Flow Velocity
(cfs) (££73) (Et/s)
T11 0.8410 61917.4755 2.3461
T10 0.8411 61849.3414 2.7085
T09 0.9139 61402.4388 3.2369
T08 3.7769 115768.9915 10.7855
T07 3.7769 115717.0098 9.4831
TO6 2.8916 113965.0381 5.1856
TOS 2.8176 141132.1596 5.1058
T2 2.8177 141115.5717 5.4144
TO03 2.8176 141063.5189 7.2656
T02 2.8177 140999.5618 7.4816
TO1 2.8179 140940.3725 8.2545
FREE # 1 2.8191 140940.3743 0.0000
*
Table El5a - SPREADSHEET REACH LIST |
Peak flow and Total Flow listed by Reach or those |
conduits or diversions having the same
upstream and downstream nodes.
*
Upstream Downstream Maximum To
Node Node Flow F
(cfs) : (£t
T-12 T-11 0.8410 61917.4
T-11 T-10 0.8411 61849.3
T-10 T-09 0.9139 61402.4
T-09 T-08 3.7769 115768.
T-08 T-07 3.7769 115717.
T-07 T-06 2.8916 113965.
T-06 T-05 2.8176 141132.
T-05 T-04 2.8177 141115.
T-04 T-03 2.8176 - 141063.
T-03 T-02 2.8177 140999.
T-02 T-01 2.8179 140940.

Table E20 - Junction Flooding and Volume Listing.
The maximum volume is the total volume
in the node including the volume in the
flooded storage area. This is the max
volume at any time. The volume in the
flooded storage area is the total volume
above the ground elevation, where the
flooded pond storage area starts.

The fourth column is instantaneous, the fifth is the

sum of the flooded volume over the entire simulation

Units are either ft"3 or wm*3 depending on the units.

Out of

1D-System

Junction Surcharged Plooded {Flooded
Name Time (min) Time(min) Volume)
T-01 0.0000 0.0000
T-02 0.0000 0.0000
T-03 0.0000 0.0000
T-04 0.0000 0.0000
T-05 0.0000 0.0000 0.0000
T-06 188.2500 88.2778 5845.9371
T-07 121.4167 39.7898 1708.8520
T-08 0.0000 0.0000 0.0000
T-09 32.0500 19.0250 356.9857
T-10 26.0167 0.0000 0.0000
T-11 1352.0833 0.0000 0.0000

T-12 1351.1667 686.7500 27441.3927

Maximum
Volume
(££73)

73.4668
32.4283
178.4738
2.8016
39.9735
111.8507
33.6384
23.2224
7.0052
4.2646
2.7424
0.0000

tal
low
~3)

755
414
388
291
010
038
160
572
519
562
373

*

Maximum
Volume
4.6626

51.2913

51.6280

11.1757

11.2000

59.0602

70.5581
6.9139

63.3326

50.5241

38.1791

32.6716

## Junction
## Name

##

L R ]
## T-01
#H# T-02
## T-03
## T-04
## T-05
## T-06
## T-07
## T-08
## T-09
## T-10
## T-11
## T-12

Passed to 2D cell
OR Volume Stored
in allowed Flood
Pond of 1D-System
0.0000

0.0000

0.0000

0.0000

0.0000

0.0000

0.0000

0.0000

0.0000

0.0000

0.0000

0.0000

Invert

Elevation
(ft)

93.7100
$3.1200
$7.1200
110.0000
111.0000
118.0000
121.0000
147.2500
163.0000
165.0000
166.1600
167.0000

Maximum
Elevation
(ft)

97.2017
101.2285
110.8894
111.8913
122.7000
126.6150
147.8002
168.0400
169.0207
169.1983
169.6000

21/2 4
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spreadsheets.

——

Table E15 - SPREADSHEET INFO LIST
Conduit Flow and Junction Depth Information for use in
The maximum values in this table are the
true maximum values because they sample every time step.
The values in the review results may only be the
maximum of a subset of all the time steps in the run.
Note: These flows are only the flows in a single barrel.

P ——

Conduit Maximum Total Maximum
Name Flow Flow Velocity
(cfs) (££°3) (£t/s)
Ti1 0.8432 68534.6730 2.3524
T1i0 0.8414 68463.8006 2.7437
T09 0.8840 68007.5534 3.2369
T08 3.7769 148323.7597 10.7784
T07 3.7769 148259.4651 9.4827
T06 2.8916 145441.3874 5.1902
TO0S 2.8176 181168.2263 5.1058
T04 2.8177 181146.3614 5.4134
T03 2.8177 181077.2750 7.2656
T02 2.8178 181007.7417 7.4815
01 2.8180 180946.0545 8.2542
FREE # 1 2.8192 180945.7146 0.0000
* *
| Table El5a - SPREADSHEET REACH LIST
| Peak f£low and Total Flow listed by Reach or those |
| conduits or diversions having the same
| upstream and downstream nodes.
* *

Upstream Downstream Maximum Total
Node Node Flow Flow

{cfs) {££3)

T-12 T-11 0.8432 68534.6730

T-11 T-10 0.8414 68463.8006

T-10 T-09 0.8840 68007.5534

T-09 T-08 3.776% 148323.760

T-08 T-07 3.7769 148259.465

T-07 T-06 2.8916 145441.387

T-06 T-05 2.8176 181168.226

T-05 T-04 2.8177 181146.361

T-04 T-03 2.8177 181077.275

T-03 T-02 2.8178 181007.742

T-02 T-01 2.8180 180946.055

* *
Table E20 - Junction Flooding and Volume Listing.

The maximum volume is the total volume
in the node including the volume in the
flooded storage area. This is the max
volume at any time. The volume in the
flooded storage area is the total volume
above the ground elevation, where the
flooded pond storage area starts.

The fourth column is instantaneous, the
sum of the flooded volume over the entire simulation
Units are either ft*3 or m*3 depending on the units.

£ifth is the

*

Junction
Name

Surcharged  Flooded
Time (min) Time (min)

0.0000 0.0000
0.0000 0.0000
0.0000 0.0000
0.0000 0.0000
0.0000 0.0000

483.3056 243.5833

352.1250 75.5250
0.0000 0.0000
51.7000 36.0917
44.6583 0.0000
1373.7500 0.0000

Maximum
Volume
(££73)
74.8575
32.4295
178.6499
2.8016
39.9735
111.8507
33.6384
23.2226
7.0053
4.2648
2.7425
0.0000

Out of

1D-System
(Plooded Maximum
Volume) Volume
0.0000 4.6627
0.0000 51.2914
0.0000 51.6281
0.0000 11.1758
0.0000 11.2001
14885.0569 59.0602
2743.0189 70.5581
0.0000 6.9139
3594.2406 63.3326
0.0000 50.5751
0.0000 38.2260

1373.5000 1273.5833 69075.8511 3

2.6716

#i# Junction
## Name

##

B e
## T-01
## T-02
#HE T-03
## T-04
#i# T-05
## T-06
## T-07
#i# T-08
#i# T-09
#i T-10
## T-11
## T-12

Passed to 2D cell
OR Volume Stored

in allowed Flood
Pond of 1D-System

0.0000
0.0000
0.0000
0.0000
0.0000
0.0000
0.0000
0.0000

Invert

Elevation
(ft)

93.7100
93.1200
97.1200
110.0000
111.0000
118.0000
121.0000
147.2500
163.0000
165.0000
166.1600
167.0000

Maximum
Elevation
(ft)

94.0811
97.2018
101.2286
110.8894
111.8913
122.7000
126.6150
147.8002
168.0400
169.0248
169.2020
169.6000
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Table E15 - SPREADSHEET INFO LIST
Conduit Flow and Junction Depth Information for use in

spreadsheets. The maximum values in this table are the
true maximum values because they sample every time step.

The values in the review results may only be the
maximum of a subset of all the time steps in the run.

Note: These flows are only the flows in a single barrel.

W e e e s s e

Conduit Maximum Total Maximum
Name Flow Flow Velocity
(cEs) (££73) (£t/s)
T11 0.8445 6£8998.4775 2.3559%
T10 0.8418 68926.1055 2.7939
T09 0.8761 68465.8860 3.2352
TO08 3.7769 160694.8604 10.7703
TO7 3.7769 160626.4293 9.4827
TO6 2.8916 156851.4701 5.1875
TO5 2.8176 194598.1460 5.1058
T04 2.8177 154574.1367 5.4130
T03 2.8177 194498.5434 7.2656
T02 2.8178 194427.7067 7.4815
TOLl 2.8180 194365.0351 8.2542
FREE # 1 2.81952 194364.3897 0.0000
*
Table El5a - SPREADSHEET REACH LIST |
Peak flow and Total Flow listed by Reach or those |
conduits or diversions having the same
upstream and downstream nodes.
*
Upstream Downstream Maximum To
Node Node Flow F
(cis) (ft
T-12 T-11 0.8445 68998.4
T-11 T-10 0.8418 68926.1
T-10 T-09 0.8761 68465.8
T-09 T-08 3.7769 160694.
T-08 T-07 3.7769 160626.
T-07 T-06 2.8916 156851.
T-06 T-05 2.8176 194598.
T-05 T-04 2.8177 194574.
T-04 T-03 2.8177 194498.
T-03 T-02 2.8178 194427.
T-02 T-01 2.8180 194365.

Table E20 - Junction Flooding and Volume Listing.
The maximum volume is the total volume
in the node including the volume in the
flooded storage area. This is the max
volume at any time. The volume in the
flooded storage area is the total volume
above the ground elevation, where the
flooded pond storage area starts.

The fourth column is instantaneous, the fifth is the

sum of the flooded volume over the entire simulation

Units are either ft"3 or m*3 depending on the units.

Out of

1D-System

Junction Surcharged  Plooded {Flooded
Name Time (min) - Time(min) Volume)
T-01 0.0000 0.0000 0.0000
T-02 0.0000 0.0000 0.0000
T-03 0.0000 0.0000 0.0000
T-04 0.0000 0.0000 0.0000
T-05 0.0000 0.0000 0.0000
T-06 720.0278 349.3833 21207.0971
T-07 436.6667 103.6167 3692.4317
T-08 0.0000 0.0000 0.0000
T-09 60.3333 42.3333 5509.7822
T-10 52.0833 0.0000 0.0000
T-11 1380.9167 0.0000 0.0000

T-12 1380.6667 1370.4167 91483.9831

74.8387
32.4296
178.6597
2.8016
39.9735
111.8507
33.6384
23.2226
7.0053
4.2648
2.7425
0.0000

tal
low
*3)

775
055
860
860
429
470
146
137
543
707
035

*

Maximum
Volume
4.6627

51.2914

51.6281

11.1758

11.2001

59.0602

70.5581
6.9139

63.3326

50.5779

38.2306

32.6716

## Junction
## Name

#i

L A R L P T
## T-01
## T-02
## T-03
## T-04
## T-05
## T-06
## T-07
## T-08
## T-09
## T-10
## T-11
## T-12

Passed to 2D cell
OR Volume Stored
in allowed Flood

Pond of 1D-System
0.0000

0.0000

0.0000

0.0000

0.0000

0.0000

0.0000

0.0000

0.0000

0.0000

0.0000

0.0000

Invert

Elevation
(ft)

93.7100
93.1200
97.1200
110.0000
111.0000

118.0000

121.0000
147.2500
163.0000
165.0000
166.1600
167.0000

Maximum
Elevation
(ft)

94.0811
97.2018
101.2286
110.8894
111.8913
122.7000
126.6150
147.8002
168.0400
169.0250
169.2024
169.6000

22 |24
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* *
] Table E15 - SPREADSHEET INFO LIST | X
| Conduit Flow and Junction Depth Information for use in |
| spreadsheets. The maximum values in this table are the |
| true maximum values because they sample every time step. |
| The values in the review results may only be the
| maximum of a subset of all the time steps in the run. |
| Note: These flows are only the flows in a single barrel.]
* *
Conduit Maximum Total Maximum Maximum  ## Junction Invert Maximum
Name Flow Flow Velocity Volume  ## Name Elevation Elevation
(cts) (££*3) (£t/s) (££°3) ## (£t) (£t)
_______________________________________________________ ## iy N [P
T11 0.8450 69090.5520 2.3575 74.8884  ## T-01 93.7100 94.0811
T10 0.8420 69019.8924 2.8548 32.4286  ## T-02 93.1200 97.2018
TO9 0.8541 68560.5317 3.2286 178.4738  ## T-03 97.1200 101.2286
TO8 3.7769 175101.6339 10.7682 2.8016  #i# T-04  110.0000 110.8894
T07 3.7769 175030.7977 9.4826 39.9735  ## T-05  111.0000 111.8913
T06 2.8916 169852.6058 5.1880 111.8507  ## T-06  118.0000 122.7000
TO5 2.8176 208651.5307 5.1058 33.6384  ## T-07  121.0000 126.6150
T4 2.8177 208626 .0625 5.4128 23.2226  ## T-08  147.2500 147.8002
TO3 2.8177 208544.4504 7.2656 7.0053  ## T-09  163.0000 168.0400
TO2 2.8178 208472.6490 7.4815 4.2648  ## T-10  165.0000 169.0217
TOL 2.8180 208409.7898 8.2542 2.7425  ## T-11  166.1600 169.1990
FREE # 1 2.8192 208408.8405 0.0000 0.0000  ## T-12  167.0000 169.6000
* *
| Table ElSa - SPREADSHEET REACH LIST
| Peak flow and Total Flow listed by Reach or those |
| conduits or diversions having the same
| upstream and downstream nodes. |
* *
Upstream Downstream Maximum Total
Node Node Flow Flow
(cis) (££73)
T-12 T-11 0.8450 69090.5520
T-11 T-10 0.8420 69019.8924
T-10 T-09 0.8541 68560.5317
T-09 T-08 3.7769 175101.634
T-08 T-07 3.7769 175030.798
T-07 T-06 2.8916 169852.606
T-06 T-05 2.8176 208651.531
T-05 T-04 2.8177 208626.062
T-04 T-03 2.8177 208544.450
T-03 T-02 2.8178 208472.649
T-02 T-01 2.8180 208409.790
*, *

Table E20 - Junction Flooding and Volume Listing.
The maximum volume is the total volume
in the node including the volume in the
flooded storage area. This is the max
volume at any time. The volume in the
flooded storage area is the total volume
above the ground elevation, where the
flooded pond storage area starts.

The fourth column is instantaneous, the fifth is the

sum of the flooded volume over the entire simulation

Units arxe either £t™3 or m"3 depending on the units.

* *
Out of Passed to 2D cell
1D-System OR Volume Stored
Junction Surcharged Plooded (Flooded Maximum in allowed Flood
Name Time {(min) Time (min) Volume) Volume Pond of 1D-System
T-01 0.0000 0.0000 0.0000 4.6627 0.0000
T-02 0.0000 0.0000 0.0000 51.2914 0.0000
T-03 0.0000 0.0000 0.0000 51.6281 0.0000
T-04 0.0000 0.0000 0.0000 11.1758 0.0000
T-05 0.0000 0.0000 0.0000 11.2001 0.0000
T-06 1048.4167 437.3667 30364.5023 59.0602 0.0000
T-07 684.5417 136.7000 5087.8588 70.5581 0.0000
T-08 0.0000 0.0000 0.0000 6.9139 0.0000
T-09 92.1583 50.3583 8104.9953 63.3326 0.0000
T-10 75.4167 0.0000 0.0000 50.5365 0.0000
T-11 1387.9167 0.0000 0.0000 38.1882 0.0000

T-12 1388.2500 1378.0833 119363.6934 32.6716 0.0000





